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D5658-1 FWD TRANSITION 


0.876 


0.758 THRU 
BOTH SIDES 


2.385+ 
- 
0.000 
0.002 


2.36 


0.06 X 20° 
2 PL 


10.38 REF 


5.07 
REF 


R0.03 
TYP 


0.129 
THRU TO BORE 


1.772 
SECTION A-A 


2.00 
R0.50 
2 PL 


3.00+ 
- 
0.00 
0.03 
1.75 


30° 


NOTES: 
1) MATERIAL: 6061-T6/T651/T6510/T6511/T62 ALUMINUM BAR 
PER QQ-A-225/8 OR AMS-QQ-A-225/8 OR AMS 4117/4128/4115/4116 
OR QQ-A-200/8 OR AMS-QQ-A-200/8 OR AMS 4160 
OR ASTM B211 OR ASTM B221 
REF DART SPEC M6061T6B OR M6061T6R OR M6061T6H 
2) FINISH: CHEMICAL CONVERSION COAT PER DART QSI 005 4.1 
3) TOLERANCES: PER DART QSI 018 UNLESS OTHERWISE NOTED 
4) UNITS: INCHES UNLESS OTHERWISE NOTED 
5) BREAK SHARP EDGES: 0.005 TO 0.010 MAX 
6) IDENTIFICATION: IDENTIFY WITH DART P/N "D5658-1" AND SERIAL NUMBER PER DART QSI 044 6.1 
7) WEIGHT: 2.72 lbs 
8) ALL NON-DIMENSIONED FEATURES PER CAD FILE "D5658-1-REVA.STEP" 


REV. 
DESCRIPTION 
BY 
DATE 


A 
NEW ISSUE 
ZF 
18.11.28 


PRELIMINARY ISSUE 


GRAIN 
DIRECTION 


1.181 


1.969 
SECTION D-D 
SCALE 2X, 2 PL 


22.5° 


45° 
TYP 


0.129 
8 PL 


SECTION E-E 


SCALE 2X 


45° 
TYP 


0.129 
8 PL 


10.906 


R1.34 


0.394 


2.677 


E 
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C 
C 


D 
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NOTES: 
1) MATERIAL: 6061-T6/T651/T6510/T6511/T62 ALUMINUM BAR 
PER QQ-A-225/8 OR AMS-QQ-A-225/8 OR AMS 4117/4128/4115/4116 
OR QQ-A-200/8 OR AMS-QQ-A-200/8 OR AMS 4160 
OR ASTM B211 OR ASTM B221 
REF DART SPEC M6061T6B OR M6061T6R OR M6061T6H 
2) FINISH: CHEMICAL CONVERSION COAT PER DART QSI 005 4.1 
3) TOLERANCES: PER DART QSI 018 UNLESS OTHERWISE NOTED 
4) UNITS: INCHES UNLESS OTHERWISE NOTED 
5) BREAK SHARP EDGES: 0.005 TO 0.010 MAX 
6) IDENTIFICATION: IDENTIFY WITH DART P/N "D5658-3" AND SERIAL NUMBER PER DART QSI 044 6.1 
7) WEIGHT: 1.76 lbs 
8) ALL NON-DIMENSIONED FEATURES PER CAD FILE "D5658-3-REVA.STEP" 
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D5658-3 FWD EXTENSION 


2.390+ 
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0.002 
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0.06 X 45° 
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2.300 
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